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DPS -
G PUMPS
SELF PRIMING CENTRIFUGAL PUMP

FSR Series

TECHNICAL FEATURES

1. SELF PRIMING. No foot valve needed. 5. ROTATION - clockwise

2. MIXED FLOW TYPE IMPELLER 6. OPTIONS: MECHANICAL SEAL

3. SEALED BEARINGS STAINLESS STEEL SHAFT
4,

HEAVY DUTY - cast iron construction

FSR SERIES
6" x 6" PERFORMANCE CURVES

H - Metres

2, FSR150 3 point linkage P.T.O. unit

2000 RPW

1900 RPM

1800 RPM
N

NO-RPA
O0-RPV

1500/RPM

FSR150 Engine Set

30 40 50 60 70 80 90

Q - Litres per second

PARTS LIST |

No. PART NAME

SUCTION FLANGE
CHECK VALVE
DISCHARGE FLANGE
PUMP CASING
IMPELLER

BEARING CASING
SHAFT

PULLEY

GLAND

10 IMPELLER NUT

11  WEAR RING

12 GLAND PACKING

13 WATER THROWER DISTRIBUTED BY:
14 DRAIN COVER

15 DRAIN PLUG

16 BEARING

17 PRIMING PLUG

18 OUTSIDE COVER

19 WASHER

20 BEARING END COVER
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